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Operating Manual  
 

Heated vest including Technozone i-warm 4.0 generation with 3 heat panels. 
 

1. Start-Up 
- Read all instructions below before starting up the heated vest. 
- Check powerbank status before you connect to power socket. 
- Charge powerbank as instruction. 
- Connect the vest USB-plug with powerbank before startup. 
- Place the powerbank in battery pocket, and close the zipper.  

 
2. Connecting to Iwarm Application 
- Download Free “iwarm” APP on AppStore or Google Play.  

Or scan QR code on warm-hangtag of your Swedteam Alpha Pro 2 Heat Vest. 
- Press the control button on your vest for about 3 seconds. The button will flash with 

blue colour. That means that Bluetooth is activated, and you can now connect your 
phone.  

- Follow instructions in the APP to connect your smartphone. Be sure to have your 
telephone location function activated. Otherwise connection is not possible.  

- When connection is made, you will see the heat adjusting indicator on your phone. 
Adjust your desired temperature level. Please note, higher temperature will use 
more power from your powerbank.  

- To turn off heating function, use the APP or just press the control button on the vest 
until the button light is turned off.  
 

3. Adjusting Heat Setting on Vest Control Button. 
- Control button has 5 different settings.  

o Press 1 time, Low Temp Setting is activated (White Light on button) 
o Press 2 times, Medium Temp Setting is activated (Orange Light on button) 
o Press 3 times, High Temp Setting is activated (Red Light on button) 
o Press 4 times, Heat Function is turned OFF (No Light on button) 
o Press and Hold button for 3 seconds. Bluetooth is Activated (Blue Light on 

button). Please note, this feature is only possible when Heat Panels are 
switched ON. 

- Each press will cycle through the different temperature settings. 
- To avoid overheating. Iwarm panels are equipped with a thermostat function. 

Heat panels will turn off as desired heat level is reached. 
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Instruktion, Bruksanvisning 
 

Värmeväst med Technozone i-warm 4.0 generation med 3 värmepaneler. 

 
1. Start 
- Läs alla instruktioner innan värmevästen skall användas. 
- Undersök powerbankens skick innan du ansluter till laddning. 
- Ladda powerbanken enligt instruktion. 
- Anslut västens USB-kontakt till powerbanken innan start. 
- Lägg powerbanken i batterifickan, och stäng dragkedjan.  

 
2.  Att ansluta till Iwarm-Appen 
- Ladda ner “iwarm” APP på AppStore eller Google Play.  

Eller scanna QR-koden på Iwarm-hangtag på din Swedteam Alpha Pro 2 Heat Vest. 
Håll strömbrytarknappen nedtryckt i cirka 3 sekunder. Knappen blinkar med stark blå 
färg. Det betyder att Bluetooth är aktiverat, du kan nu ansluta din telefon. 

- Följ instruktionerna i appen för att ansluta din smartphone. För Android-telefon, se 
till att Platstjänster är påslagna, annars fungerar inte anslutningen via Bluetooth.  

- När uppkopplingen är OK, ser man värmejusteringen på sin telefon. 
Justera till önskad temperatur. OBS. Tänk på att ju högre värme, desto mer ström 
drar det från ditt batteri (powerbank).  

- För att stänga av västen. Använd appens av/på-knapp, eller tryck till på västens 
strömbrytarknapp tills den slocknar.  
 

3. Justera värmen på västens strömbrytarknapp. 
- Strömbrytarknappen har 5 lägen.  

o Tryck 1 gång, Låg Temp är aktiverad (Vitt ljus på knappen) 
o Tryck 2 gånger, Medium Temp är aktiverad (Orange ljus på knappen) 
o Tryck 3 gånger, Hög Temp är aktiverad (Rött ljus på knappen) 
o Tryck 4 gånger, Värmepanelerna stängs av (Knappen är släckt) 
o Tryck och håll inne knappen i cirka 3 sekunder. Bluetooth är aktiverat  

(Blått ljus på knappen blinkar). OBS. Detta fungerar bara om värmepanelerna 
är påslagna. 

- Varje tryck på knappen tar dig till de olika lägena på temperatur. 
- För att undvika överhettning är Iwarm-panelerna utrustade med en 

termostatfunktion. Värmepanelerna stängs av efter att önskad temperaturnivå är 
uppnådd. 
 


